
Model Notes

TR1DT-2HS
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85F-6
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85-6
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR2RPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-31PT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TS-53-4-G-4PT
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2R-4HS
 REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-28G-2PT
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR-56-4
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85FG
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR3R-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-56F
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-31-2-G-2
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIORE. 

TR-77F
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR2F-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1R-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR3F-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-85G
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 
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TR-31-2
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-56-2-G-2
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TS-28G-2
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR-31DT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR1F-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-56F-4
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-31FG
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIORTE. 

TR1F-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-53-4PT
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-31G-2
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR2R-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-31
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85-3-G-3
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR3F-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-56PT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR3R-3G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1R-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR3R-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1R-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

T-28G-2
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 



TS-28-2PT
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR.. 

TR-56G
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TS-28-2-G-2PT
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR1RPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR-37-45-H
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIORTE. 

TR-56G-4
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-85F
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR-85PT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-31F
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIORE. 

TR-31G
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-31F-2
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR2R-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-28G-RL
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TR1R-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-53G-RL
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR3RPT-3S-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2FPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-85G-6
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR-56
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 



TR-56F-PT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR2F-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2DT-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2R-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2R-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR-56DT
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TR1RPT-1HGLH/1HSLH-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1R-1HG/1HS
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR 

TS-28
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TS-28PT
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TS-53  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-53PT
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-28G-PT
 USE AFTER 12/20/02 PRODUCTION DATE. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIOR. 

TS-53G-PT
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-53-4  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TS-53G-4  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR2RPT-2S-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2S-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2S-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 



TR2RPT-1G/2HG-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2S-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2S-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2S-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/2HS-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2G-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/2HS-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-2HG/1S-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 



TR2RPT-4HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-1G/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-1G/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HS-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-1G/1S-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1RPT-1S-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1S-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1S-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1S-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1G-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1G-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1G-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1G-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1HG/1HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1HG/1HS-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1HG/1HS-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HS-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HS-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HS-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HG-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HG-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HG-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 



TR1RPT-2HG-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1F-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1DT-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1F-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1R-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1R-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1R-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1R-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1RPT-1G-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-1G-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-1HG/1HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-1HG/1HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-1S-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-2HG-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-2HG-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-2HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA1RPT-2HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TA2DT-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2F-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2F-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2FPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2R-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2R-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2R-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2R-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2R-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2G-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2G-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2HG/2HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2HG/2HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2S-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-4HG-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 



TA2RPT-4HG-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-4HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-4HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3F-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3F-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3R-3G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3R-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3R-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA3RPT-3S-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1DT-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1F-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1F-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1R-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1R-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1R-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1R-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1R-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1RPT-1G-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-1G-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-1HG/1HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-1HG/1HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-1S-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-2HG-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-2HG/1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG1RPT-2HS-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG2DT-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2F-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2F-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2FPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2R-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2R-2HG/2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2R-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2R-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 



TG2R-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2G-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2G-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2HG/2HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2HG/2HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2S-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-2S-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2RPT-4HG-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-4HG-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-4HS-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-4HS-2S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3F-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3F-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3R-3G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3R-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3R-6HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG3RPT-3S-3S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1R-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1RPT-1HG/1HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HG-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-1G-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1RPT-2HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR-31-1-G-1
 USED AFTER 4/1/02 PRODUCTION DATE.  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF 

CABINET INTERIORE. 

TR2DT-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1RPT-1G-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TR1F-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1F-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1F-1G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR2F-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2F-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2F-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2DT-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-4HG-4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 



TR1-F-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-4HG-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA2RPT-4HG-4HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1-FPT-2HS-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG2RPT-4HS4HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR3R-4HS-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TR1FPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1-FPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1FPT-1S-1S  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1F-1HG/1HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TS-53G-PT-2G-2S
 USE AFTER 12/20/2002. REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TG1F-2HG  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR. 

TA1RPT-2HS-2HS  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR 

TG2RPT-4HG-2G  REQUIRES 4 PER SHELF.  SCREW INTO SIDE OF CABINET INTERIOR.


