
Special Features

• 12" swing spout with 1.8 GPM aerator

• Features 4" adjustable centers and 1/2" NPS inlets

• Temperature rating 40-140 degrees Fahrenheit

• Chrome-plated brass construction with stainless steel deck plate

• Zinc handles with quarter-turn ceramic cartridges

Technical Data

Spout Length 12 Inches

Faucet Width 5 13/16 Inches

Faucet Height 6 1/16 Inches

Cartridge Type Ceramic

Faucet Centers 4 Inches

Features
NSF/ANSI 372

NSF/ANSI 61

Finish Chrome

Flow Rate 1.8 GPM

Handle Type Lever
Certi�cations

1.8 GPM Deck-Mount Faucet with 4" Centers and 12" Swing
Spout
Item #190FD412

Project
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Approval Date

1/2" Water

Connection
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Canada
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Technical Data

Material Brass

Mounting Style Deck Mounted

Mounting Type Workboard

Rough In 4 Inches

Spout Type Swing

Sprayer Without Sprayer

Temperature Rating 40 - 140 Degrees F

Thread Size 55/64"-27 UNS

Type Faucets

Water Inlet Size 1/2 Inches

WARNING: This product can expose you to chemicals including lead, which are known to the State of California to cause cancer and birth defects or other

reproductive harm. For more information, go to www.p65warnings.ca.gov.
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