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ELECTRIC RANGE

R-24E R-36E

▪ Pegasus Electric Range is your reliable and versatile 
solution for professional cooking.

▪ Available in 24” and 36“ sizes, with 4 or 6 powerful 2 
kW round plate elements.

▪ Its stainless steel interior fits 18 x 26 sheet pans, and 
the exterior features a high riser and overshelf for 
added convenience.

▪ The oven base of the Pegasus Electric Range can be 
adjusted to a temperature between 150 and 572 
degrees Fahrenheit.

▪ With a hassle-free operation and easy cleaning, the 
Pegasus Electric Range is your simple, durable, and 
efficient kitchen upgrade.

     FEATURES
▪ High-performance 5.3 kW element provides even 

heating throughout the oven interior.

▪ Heavy-duty thermostat with a temperature range 
from 150 F to 572 F.

▪ Stainless steel oven interior.

▪ One oven rack with removable shelf supports.

▪ 4 or 6, 2 kW top round plate elements with an 
easy-to-clean flat surface.

▪ 6-stage heat controls for maximum cooking flexibility.

▪ Solid flat surface for fast, even heating.

▪ Stainless steel exterior.

▪ Stainless steel high riser with a shelf.

▪ 6” casters.

▪ 208V / 3 Phase or 208V / 1 Phase.

▪ Field convertible from 3 phase to 1 phase.

▪ One-year limited parts & labor warranty (USA & 
Canada only).



TOP VIEW FRONT VIEW SIDE VIEW

R-24E

R-36E

REQUIRED CLEARANCES:

Galaxy Group reserves the right to modify specifications or discontinue 
models without incurring obligation. Dimensions are nominal.
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ELECTRIC RANGE

24.03” x 55.95” x 37.57”
610 x 1421 x 954 mm

32.28” x 40.94” x 40.15’’
820 x 1040 x 1020 mm 

255 lb
166 kg

35.98” x 55.95” x 37.57”
914 x 1421 x 954 mm

48.03” x 40.94” x 44.09’’
1220 x 1040 x 1120 mm 

314 lb
142 kg
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E: Electric Inlet
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17 kW / 208 V - 3N / PE / 60 Hz
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13 kW / 208 V - 3N / PE / 60 Hz

TECHNICAL SPECIFICATIONS:

Model Dimensions
(W x H x D)

Shipping Dimensions
(W x H x D)

Shipping
WeightPower Voltage Phase Nominal Amps 208V - 3P

208 V 3P 
(field convertible to 1P)

208 V 3P 
(field convertible to 1P)

X Y Z
Nominal

Amps
208V - 1P

39.8

49.2

39.8

49.2

33.3

46.2

64.0

83.2


