
DIGITAL POCKET TEST THERMOMETERS COMPARISON GUIDE

Product Specifications 3516FS 9840RB 9840PRN 9841RB 1476FDA 3519FDA 3519PRFDA 9842FDA 9848EFDA 9877FDA 9878E 9878EPR

Temperature range: -40°/302°F -40°/302°F
-40°/150°C

-40°/302°F
-40°/150°C

-40°/500°F
-40°/260°C

-40°/450°F
-40°/232°C

-40°/450°F
-40°/232°C

-40°/450°F
-40°/232°C

-40°/450°F
-40°/232°C

-40°/450°F
-40°/232°C

-40°/450°F
-40°/232°C

-40°/500°F
-40°/260°C

-40°/500°F
-40°/260°C

Accuracy: +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 1°F +/- 1°F

Certifications: NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF

Dimensions:
   •  Stem Length
   •  Probe Diameter

4.75"
3.8mm

4.69"
1.5mm

4.69"
1.5mm

4.69"
1.5mm

3.43"
1.6mm

3.19"
1.5mm

3.19"
1.5mm

4.81"
1.5mm

3.00"
1.5mm

2.81"
1.5mm

5.11"
1.5mm

5.11"
1.5mm

Features:
   •  Waterproof
   •  °F & °C Selectable
   •  On/Off
   •  Hold
   •  Auto Shut Off
   •  Protective Rubber Boot
   •  1.5mm Step Down Probe
   •  Calibration
   •  Max/Min Memory
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LCD Size: 0.3" 0.4" 0.4" 0.4" 0.6" 0.5" 0.5" 0.5" 0.5" 0.3" 0.4" 0.4"

Battery Type: LR44
(included)

LR44
(included)

LR44
(included)

LR44
(included)

LR44
(included)

LR44
(included)

LR44
(included)

LR44
(included)

CR2032
(included)

CR1225
(included)

CR2032
(included)

CR2032
(included)

Warranty: 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

GOOD BETTER BEST

9842FDA3516FS 1476FDA 9848EFDA

9840PRN 9878E

9840RB

3519FDA

9877FDA

9841RB 9878EPR3519PRFDA



TERMÓMETROS DE BOLSILLO DIGITALES-GUÍA DE COMPARACIÓN

Especificaciones del Producto 3516 9840RB 9840PRN 9841RB 1476FDA 3519FDA 3519PRFDA 9842FDA 9848EFDA 9877FDA 9878E 9878EPR

Rango de temperatura: -40°/302°F -40°/150°C
-40°/302°F

-40°/150°C
-40°/302°F

-40°/260°C
-40°/500°F

-40°/232°C
-40°/450°F

-40°/232°C
-40°/450°F

-40°/232°C
-40°/450°F

-40°/232°C
-40°/450°F

-40°/232°C
-40°/450°F

-40°/232°C
-40°/450°F

-40°/260°C
-40°/500°F

-40°/260°C
-40°/500°F

Precisión: +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 2°F +/- 1°F +/- 1°F

Certificaciones: NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF NSF

Dimensiones:
   •  Longitud del vástago 
      del termómetro
   •  Diámetro de la sonda

4.75"
3.8mm

4.69"
1.5mm

4.69"
1.5mm

4.69"
1.5mm

3.43"
1.6mm

3.19"
1.5mm

3.19"
1.5mm

4.81"
1.5mm

3.00"
1.5mm

2.81"
1.5mm

5.11"
1.5mm

5.11"
1.5mm

Características:
   •  Resistente al agua
   •  Se puede seleccionar °F o °C
   •  Encendido/Apagado
   •  Función Hold
   •  Apagado automático
   •  Cubierta de goma 
       protectora   
   •  Sonda reductora de 1.5 mm
   •  Calibración
   •  Memoria máxima/ 
       memoria mínima
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Tamaño del LCD: 0.3" 0.4" 0.4" 0.4" 0.6" 0.5" 0.5" 0.5" 0.5" 0.3" 0.4" 0.4"

 Tipo de Batería: LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

LR44
(incluida)

CR2032
(incluida)

CR1225
(incluida)

CR2032
(incluida)

CR2032
(incluida)

Garantía: Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año Limitada por un año

BUENA ÓPTIMAMUY BUENA

9842FDA3516FS 1476FDA 9848EFDA

9840PRN 9878E

9840RB

3519FDA

9877FDA

9841RB 9878EPR3519PRFDA


